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E330639
MODULE

D6M_H3A
275W - 310W

Withstand strong snow load 5400 Pa / wind load 2400 Pa

 Product Guarantee: 10-year 

 Linear Performance Warranty

 - 1-year: 97% power output

   then power degradation 0.7% per year till 25th year
 - 25-year: 80.2% power output 

 - 10-year: 90.7% power output

IEC 61215 / IEC 61730, CE, MCS, UL 1703, CEC 

Design for 1500 VDC system voltage

Reduce the system BOS effectively

1500 V



300 W

18.4%

39.39 V

32.09 V

9.78 A

9.35 A

D6M
300
H3A

305 W

18.7%

39.49 V

32.35 V

9.86 A

9.43 A

D6M
305
H3A

275 W

16.9%

38.99 V

31.27 V

9.37 A

8.80 A

D6M
275
H3A

280 W

17.2%

39.04 V

31.33 V

9.53 A

8.95 A

D6M
280
H3A

285 W

17.5%

39.12 V

31.50 V

9.62 A

9.07A

D6M
285
H3A

290 W

17.8%

39.18 V

31.61 V

9.68 A

9.18 A

D6M
290
H3A

295 W

18.1%

39.27 V

31.86 V

9.73 A

9.26 A

D6M
295
H3A

310 W

19.1%

39.75 V

32.57 V

9.91 A

9.52 A

D6M
310
H3A

Packaging Configuration 30 pcs Per Pallet, 840 pcs per 40’ HQ container

(Vmpp)

(Impp)

18 kg / 39.7 lbs

NSP_1708_Power310_D6M_H3A_WS_1500V v.01Copyright © 2017 NSP Corp. All rights reserved

1640 mm (L)
1
 x 992 mm (W)

1
 x 35 mm (D)

2
 / 

64.5” (L)
1
 x 39.1” (W)

1
 x 1.38” (D)

2
 

1 
 : With assembly tolerance of ± 2 mm [± 0.08”]

2
  : With assembly tolerance of ± 0.8 mm [± 0.03”]

IP 67 rated

Dimensions

DC 1500 V

* Standard Test Conditions (STC): Cell Temperature of 25°C, Irradiance 1000 W/m2
, AM 1.5G

* Values without tolerance are typical numbers

* Specifications are subjuect to change without notice
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Voltage [V]

200 W/m2

400 W/m2

600 W/m2

800 W/m2

1000 W/m2

Temperature 25
o
C




